
EMERGENCY RESPONSE

www.tencateprotectivefabrics.com

TenCate Q-8™ thermal barriers provide firefighters with 
compliant protection. With its 100% inherently flame 
resistant woven face cloth and non-woven batts.

TenCate high performance fabrics provide 
protection, comfort, durability and excellent value.

•	 NFPA 1971 Certified

•	 Wickwell™ Plus – Unmatched wickability moves 		
	 perspiration away from the body and spreads moisture for 		
	 improved dissipation, keeping you drier and more comfortable.

AFFORDABLE
Protection

Blue



P H Y S I C A L  P RO P E R T I E S TenCate  
 Q-8™

NFPA 1971
Requirements

FABRIC WEIGHT (oz/yd²) 8.0

FACE CLOTH 
Meta-aramid, 

FR Modacrylic (spun)

BATT
Aramid, FR Rayon 
needle punched  

non-woven

FINISH Wickwell™ Plus

COLOR Blue

Thickness (in) 0.13

TRAPEZOIDAL TEAR STRENGTH (lbs)                      ASTM D 5587*
Initial (warp x fill)

After 5 launderings (warp x fill)
25 x 15
20 x 15

5.0 min

FLAME RESISTANCE                                             ASTM D 6413
Char Length (inches) – Initial (warp x fill)

Char Length (inches) – After 5 launderings (warp x fill)
After flame in seconds (warp x fill)

1.0 x 1.0
2.0 x 1.5
0.0 x 0.0

4.0 max 
 

2.0 max

LAUNDRY SHRINKAGE (%)                                                AATCC 135
After 5 launderings (cotton sturdy cycle) (warp x fill) < 5.0 x < 5.0 5.0 max

HEAT AND THERMAL SHRINKAGE (%)                           NFPA 1971
(500°F at 5 minutes) - Initial

After 5 launderings
< 9.0 
< 9.0

10.0 max

C O N TA C T  U S  AT :

TenCate Protective Fabrics
6501 Mall Blvd.

P.O. Box 289

Union City, GA 30291

PH: 1.800.241.8630�

FX: 1.770.969.6846

tencateprotectivefabrics.com

*NFPA 1971-2007 specifies Trapezoidal Tear Strength measurement according to ASTM D 5587 not allowing for specimen slippage.
All listed test data and ranges represent typical values. All test data and ranges are the result of multiple tests unless otherwise stated. To the best of our knowledge, the information contained herein is accurate. However, TenCate Protective Fabrics assumes no liability whatsoever for the 
accuracy or completeness of the information contained herein. Users of any substance must satisfy themselves by independent investigation that the material can be used safely. We have described certain hazards, but we cannot guarantee that these are the only hazards.
©2012 TenCate Protective Fabrics. TenCate is a trademark of Royal Ten Cate. Q-8 is a trademark of TenCate Protective Fabrics. Wickwell is a trademark of TenCate Protective Fabrics.
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Finishing and Non-woven are  
ISO-9001 Certified Facilities.
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